Morse Rubher
MORSE ARCH FENDER MA200

Technical data

General description
Arch fenders provide a simple, efficient and ro-
bust fender at a low cost. The fenders do not
require field assembly and can be supplied ei-
ther in solid rubber or with an integrally bonded
UHMW-PE top. Arch fenders can be mounted
- directly to the dock face, whether it be new or
existing concrete or structural steel. The fender
can be mounted in any direction; i.e. vertically,
horizontally, or diagonally to provide the best

coverage.
Arch Dimensions
fender A B C Anchor
MA200 x 1000 1000 900 1100 4xM24
MA200 x 1500 1500 700 1600 6xM24
MA200 x 2000 2000 630 2100 8xM24
MA200 x 2500 2500 800 2600 8xM24
MA200 x 3000 3000 725 3100 10 xM24
Performance
Energy Reaction
Arch Deflection absorption force
fender % Tm T
MA200 x 10008 52 0.8 10.4
MA200 x 1000A 52 1.2 154
MA200 x 15008 52 1.2 16.0
MA200 x 1500A 52 1.7 22.8
MA200 x 20008 52 16 21.1
MA200 x 2000A b2 23 30.1
MA200 x 25008 52 2.0 26.3
MA200 x 2500A 52 2.9 376 |4
MA200x 30008 52 2.5 30.8 %
MA200 x 3000A 52 3.6 44.0 5
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Morse Ruhber
ARCH FENDER MA250

Technical data

General description
Arch fenders provide a simple, efficient and ro-
410 bust fender at a low cost. The fenders do not
16 require field assembly and can be supplied ei-
— ther in solid rubber or with an integrally bonded

o % UHMW-PE top. Arch fenders can be mounted
- directly to the dock face, whether it be new or
existing concrete or structural steel. The fender
can be mounted in any direction; i.e. vertically,
horizontally, or diagonally to provide the best
coverage.
Arch Dimensions
fender A B C Anchor
MA250x 1000 1000 865 1125 4xMm24
MA250x 1500 1500 630 1625 6xM24
MA250 x 2000 2000 620 2125 8xM24
MA250 x 2500 2500 790 2625  8xM24
MA250 x 3000 3000 715 3125 10xM24
Performance
Energy Reaction
Arch Deflection absorption force
fender % Tm T
MA250 x 1000B 52 1.2 12.0
MA250 x 1000A 52 1.7 17.1
MA250 x 15008 52 1.8 17.6
MA250 x 1500A 52 2.6 252
MAZ250 x 20008 52 24 23.2
MA250 x 2000A 52 3.4 33.2
MA250 x 25008 52 2.9 28.9
MA250 x 2500A 52 4.2 41.3 |,
MA250x 30008 52 3.5 345 %
MA250 x 3000A 52 5.0 49.3 :5
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U.' ‘ﬂjﬂ UHMW-PE top. Arch fenders can be mounted

directly to the dock face, whether it be new or
existing concrete or structural steel. The fender
can be mounted in any direction; i.e. vertically,
horizontally, or diagonally to provide the best

coverage.
Arch Dimensions
fender A B C Anchor
MA300x 1000 1000 500 1150 4xM30
MA300 x 1500 1500 700 1650 6xM30
MA300 x 2000 2000 630 2150 8xM30
MA300 x 2500 2500 300 2650 8xM30
Performance
Arch Deflection Energy Reaction
endar % absorption force
Tm T
MA300 x 1000B 52 2.0 16.2
MA300 x 1000A 52 2.8 23.2
MA300 x 15008 52 2.9 23.9
MA300 x 1500A 52 4.2 34.1
MA300 x 20008 52 3.9 314
MA300 x 2000A 52 5.5 44.9
MA300 x 25008 52 4.8 39.0
MA300 x 2500A 52 6.8 55.7
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